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Ozcihan Makina San. ve Tic. Lid. St ARA SANZIMAN / SPLIT SHAFT (PTO)

KODU / PTO CODE

CTM 254 2000
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GENEL BILGILER / GENERAL INFORMATION ]

Dénis Yoni: SOL / LEFT
Direction of Rotati 2 X i n
e, P _ L . 44 @ OPsivONLAR / OPTIONS
‘ : Q YAG POMPASI / OIL PUMP

9 YAN BAGLANTI KiTi / SIDE CONNECTION
G FLANS / FLANGE

Q GIKIS KAPLIN / OUTPUT COUPLING

e HAVALI KONTROL / AIR CONTROL

TEKNIK BiLGILENDIRME / TECHNICAL INFORMATION

ANA SHAFT / MAIN SHAFT
TORK / TORQUE: 2000 Kgm

CIKIS / OUTRUTS 1000 RPNV
TORK / TORQUE: 80 Kgm ( 784 Nm ) - GUC / POWER: 84 KW - ORAN/RATIO : 1 /1,90 ...(2,30)

HiDROLIK POMPA CIKIS] / OUTRUT OF HYPRAUILIC
TORK / TORQUE: 40Kgm - ORAN/RATIO: 1 /1,90

AZANIN HIZ/ MAY. SPEED AGIRUIK / WEIGHT
2800-3300 RPM 79 Kg




OZCIHAN MAKINA
Qecihan Makina San. ve Tic. td. 5t o SPLIT SHAFT (PTO)

T

UST GORUNUS

TOP VIEW

[

108,5

575
155

[@"—"=3]

fl o]
oY\ Y
[N
=

hol_

™ | 7™

N/ \ N
206
312

L

u[ll ﬁ Ir L 313 i
‘7 = 447

364 \ 553

54,5

5-6 BAR HAVA GIRISI 1/4"
AIR INLET

BAGLANTI / MOUNTING SIDE

:@: 140 r*

e |
400

REPLACE TiME:FiRST OiL CHANGE:110 HOURS

i _ -

22 ] l—‘» 120
2, YAG VE YAGLAMA BiLGILERIi
¢” ") LUBRICATION INFORMATION
I I T \/ﬁ 6 LT SAE 80 W 90 EP
~O @ DEGIiSiM SURE: iLK YAG DEGiSiMi:110 SAAT
3 SONRAKI YAG DEGiSiMi:550 SAAT
r AR

Onemli: 1- Hava baglanti hattinda, sartlandirici kullanalim. Kullaniimadigi takdirde; * Yiiksek hava basinci piston kafasinin kirilmasina neden olur.
Ara sanziman devreye girmez.* Yiiksek hava ¢atalin stiindeki civatayi kirar ve sanzimana bliylik hasar verir.

2- Ara sanziman yaginin azalmamasina dikkat ediniz.Azaldigi takdirde; * Ara sanziman dislileri ve rulmanlari yanar.

3- Ara sanziman yagi temiz olmali. Olmadigi takdirde; * Ara sanziman senkromeg yerlerinden sarar ve kitlenir. * Rulmanlar bozulur...

Important: 1- We strongly recommend you to use air pressure stabilizer on air connection hoses. If air pressure increases more than our maximum limits;
* High air pressure may break piston head which cause PTO to not engage when it is needed.

* High air pressure may break the screw on the fork which may cause high damage on the PTO unit.

2- Transmission oil should be checked periodiacally. If nedded, additional oil should be added to transmission. Lack of oil may cause;

* Damage or total lose PTO gears and lining.

3- Transmission oil should be clean all the time. Dirty oil may cause; * PTO to lock itself. * May break bearings in the PTO. /
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