2% OZCIHAN MAKING
Gzcihan Makina San. ve Tic. Ltd. St ARA SANZIMAN / SPLIT SHAFT (PTO)
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@ orsivonLAR / OPTIONS

Q BALATALI SISTEM / CLUTCH SYSTEM

HIDROLIK POMPA/ HYDROLIC PUMP

YAN BAGLANTI KiTi / SIDE CONNECTION

(S

FIRDONDU / ROTARY UNION

FLANS / FLANGE

CIKIS KAPLINi / OUTPUT CAPLING

@ HAVALI KONTROL / AIR CONTROL

TEKNIK BILGILENDIRME / TECHNICAL INFORMATION

ANA SHAFT / MAIN SHAFT
TORK / TORQUE: 800 Kgm

KAVRAMAL CIKIS / AUXILIARY OUTRPUTS: 000 DEV/DAK

TORK / TORQUE: 70 Kgm ( 686 Nm )- GUG / POWER : 72 Kw-ORAN/RATIO:1,56

HiDROUK POMPA CIKISI / OUTRUT OF HYDRAULIC
TORK / TORQUE: 400Nm - GUC / POWER: 35Kw - ORAN/RATIO: 2

AZAMI HIZ] MAYX. SPEED AGCIRUIK / WEIGHT
2800-3300 rpm
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LUBRICATION INFORMATION
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. @ DEGi$iM SURE: iLK YAG DEGiSiMi:110 SAAT
R = ] y % SONRAKi YAG DEGISiMi:550 SAAT veya 1 YIL
Lo fb == LAY LAY L | REPLACE TIME:FiRST OiL CHANGE:110 HOURS

X NEXT OiL CHANGES:550 HOURS OR 1 YEAR

—

Onemli: 1- Hava baglant! hattinda, sartlandirici kullanalim. Kullaniimadidi takdirde; * Yiiksek hava basinci piston kafasinin kirilmasinaneden olur.
Ara sanziman devreye girmez.* Yiiksek hava ¢atalin istiindeki civatayi kirar ve sanzimana bliyiik hasar verir.

2- Ara sanziman yadinin azalmamasina dikkat ediniz.Azaldigi takdirde; * Ara sanziman dislileri ve rulmanlari yanar.

3- Ara sanziman yagi temiz olmali. Olmadigi takdirde; * Ara sanziman senkromeg yerlerinden sarar ve kitlenir. * Rulmanlar bozulur...

Important: 1- We strongly recommend you to use air pressure stabilizer on air connection hoses. If air pressure increases more than our maximum limits;
* High air pressure may break piston head which cause PTO to not engage when it is needed.

* High air pressure may break the screw on the fork which may cause high damage on the PTO unit

2- Transmission oil should be checked periodiacally. If nedded, additional oil should be added to transmission. Lack of oil may cause;

* Damage or total lose PTO gears and lining.

3- Transmission oil should be clean all the time. Dirty oil may cause; * PTO to lock itself. * May break bearings in the PTO. /
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L ) CIKIS KAPLINLERI / OUTPUT COUPLINGS
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