UNI DISLI POMPA
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Giris Basinci 7 /1 YON
Inlet Pressure 0.7 /1.5 bar ROTATION

Viskozite Seviyesi -12/100 cSt
Viscosity Range

Sivi Sicakligi
Fluid Temperature

Calisma Basinci
Working Pressure 2200 bar | =200 bar

Kirlilik

-10 °C+80 °C

S NAS 1638 n 12
Contamination
Kirlilik
I 44
Contamination SO 4406 2017 21/18
SEMBOL Filtre
SYMBOL UNI Filtration 25 pum 40 ym

KOD DEBi | CALISMA BASINCI | MAX.BASING | MIN | MAX.| A B c/D AGIRLIK
CODE DISPLACE.| WORKING PRESS. |MAX. PRESSURE| (RPM) | (RPM) | (mm) | YAG GiRiSi | YAG CIKISI | WEIGHT
(cm3/rev) (Bar) (Bar) OIL INLET |OILOUTLET| (kg)
CTM330922H 92 200 400 400 | 1500 | 264 R1"/4 R1 16,5

6X21X25
(21UNI225) s B T
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OZCIHAN MAKINA
POWER TAKE OFF (PTO) / SPLITSHAFT PTO
HYDRAULIC PUMPS
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150.2.04.472x42
2X

151.2.22.005 I

150.2.03.38x3,5
4X

151.2.01.30.82.3

150.2.03.K3934.B
2X

151.2.17.30-82 U

150.2.03.K3934.S

2X
150.2.03.94x92x2,62

151.2.01.3.30.U

150.2.04.472X40

150.2.10.iM M10X40
8X

150.2.02.25X40X8
2X

OZCIHAN MAKING
POWER TAKE OFF (PTO) / SPLITSHAFT PTO
HYDRAULIC PUMPS
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