ISO DISLI POMPA

1ISO GEAR PUMP

Giris Basinci 7 /1 YON
Inlet Pressure 0.7 /1.5 bar ROTATION

Viskozite Seviyesi -12/100 cSt
Viscosity Range

Sivi Sicaklig 210 °C+80 °©
Fluid Temperature 10 °C+80 °C

Calisma Basinci
Working Pressure 2200 bar | =200 bar

Kirlilik n 12

. . NAS 1638
Contamination
Kirlilik
ISO 4406
Contamination 2017 21/18
SEMBOL Filtre 25 pm 40
SYMBOL Filtration
KOD DEBi | CALISMA BASINCI | MAX.BASING | MIN | MAX.| A B /o AGIRLIK
CODE DISPLACE.| WORKING PRESS. |MAX. PRESSURE | (RPM) | (RPM) | (mm) | YAG GIRiSi | YAG GIKISI | WEIGHT
(cm®/rev) (Bar) (Bar) OILINLET |OILOUTLET| (kg)
CTM430612M 61 230 430 400 | 1500 | 265 R R 3/4" 17

8x32x36
(DIN5462)
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OZCIHAN MAKINA
POWER TAKE OFF (PTO) / SPLITSHAFT PTO
HYDRAULIC PUMPS
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